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Goxhill - Production Line G1

Products Analysed

SAP code Tile name

2452080102 Shire Pantile - Antique 2

2452080103 Shire Pantile - Mottled Red

2452080110 Shire Pantile - Brown

2452080111 Shire Pantile - Terracotta Red

2452080112 Shire Pantile - Rustic

2452080114 Shire Pantile - Dark Grey

2452080118 Shire Pantile - Charcoal

2452090102 Standard Pattern - Antique 2

2452090103 Standard Pattern - Mottled Red

2452090110 Standard Pattern - Brown

2452090111 Standard Pattern - Terracotta Red

2452090112 Standard Pattern - Rustic

2452090114 Standard Pattern - Dark Grey

Global Warming Potential

GWP-fossil

A1-A3 – Product stage (Cradle-to-Gate): 
226.5 kgCO₂e/tonne; 10.8 kgCO₂e/m²

A1-A4 – Product stage to delivery site: 
243 kgCO₂e/tonne; 11.6 kgCO₂e/m²

A1-C4 – Total (Cradle-to-Grave): 
266.3 kgCO₂e/tonne; 12.7 kgCO₂e/m²

Declared unit 1 metric tonne

Reference Service Life 70 years

Manufacturing process Extruded

A4 – Average transportation 
distance to customer

156.5 km

C1-C4 – End of life
94.3% recovered 
5.7% landfilled

Secondary material input 
(recycled content)

0%

Period for data: 01/01/2022 – 31/12/2022
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Goxhill - Production Line G3

Products Analysed

SAP code Tile name

2452010102 Double Pantile - Antique 2

2452010103 Double Pantile - Mottled Red

2452010110 Double Pantile - Brown

2452010111 Double Pantile - Terracotta Red

2452010112 Double Pantile - Rustic

2452010114 Double Pantile - Dark Grey

2452010115 Double Pantile - Dark Heath

2452020102 Double Roman - Antique 2

2452020103 Double Roman - Mottled Red

2452020110 Double Roman - Brown

2452020111 Double Roman - Terracotta Red

2452020112 Double Roman - Rustic

2452020114 Double Roman - Dark Grey

2452020115 Double Roman - Dark Heath

2452030102 Lindum - Antique 2

2452030103 Lindum - Mottled Red

2452030110 Lindum - Brown

2452030111 Lindum - Terracotta Red

2452030112 Lindum - Rustic

2452030114 Lindum - Dark Grey

Global Warming Potential

GWP-fossil

A1-A3 – Product stage (Cradle-to-Gate): 
206.5kgCO₂e/tonne; 9.1 kgCO₂e/m²

A1-A4 – Product stage to delivery site: 
229.9 kgCO₂e/tonne; 10.5 kgCO₂e/m2

A1-C4 – Total (Cradle-to-Grave): 
252.2 kgCO₂e/tonne; 11.1 kgCO₂e/m²

Declared unit 1 metric tonne

Reference Service Life 70 years

Manufacturing process Extruded

A4 – Average transportation 
distance to customer

223.2 km

C1-C4 – End of life
94.3% recovered 
5.7% landfilled

Secondary material input 
(recycled content)

0.2%

Period for data: 01/01/2021 – 31/12/2021



Sandtoft - Production Line S1

SAP code Tile name

2451100102 Plain Tile - Antique 2

2451100103 Plain Tile - Mottled Red

2451100106 Plain Tile - Brindle

2451100107 Plain Tile - Sandown

2451100109 Plain Tile - Light Grey

2451100110 Plain Tile - Brown

2451100111 Plain Tile - Terracotta Red

2451100114 Plain Tile - Dark Grey

2451100115 Plain Tile - Dark Heath

Global Warming Potential

GWP-fossil

A1-A3 – Product stage (Cradle-to-Gate): 
259.8 kgCO₂e/tonne; 20.3 kgCO₂e/m²

A1-A4 – Product stage to delivery site: 
284.3 kgCO₂e/tonne; 22.2 kgCO₂e/m²

A1-C4 – Total (Cradle-to-Grave): 
309.5 kgCO₂e/tonne; 24.1 kgCO₂e/m²

Declared unit 1 metric tonne

Reference Service Life 70 years

Manufacturing process Extruded

A4 – Average transportation 
distance to customer

231.36 km

C1-C4 – End of life
94.3% recovered 
5.7% landfilled

Secondary material input 
(recycled content)

1.45%

Period for data: 01/01/2022 – 31/12/2022
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Products Analysed



Sandtoft - Production Line S6

SAP code Tile name

2451060110 TLE - Brown

2451060112 TLE - Rustic

2451060114 TLE - Dark Grey

2451070110 Dual TLE - Brown

2451070112 Dual TLE - Rustic

2451070114 Dual TLE - Dark Grey

2451130109 Calderdale Edge - Light Grey

2451130110 Calderdale Edge - Brown

2451130111 Calderdale Edge - Terracotta Red

2451130112 Calderdale Edge - Rustic

2451130114 Calderdale Edge - Dark Grey

Global Warming Potential

GWP-fossil

A1-A3 – Product stage (Cradle-to-Gate): 
206.8 kgCO₂e/tonne; 9.5 kgCO₂e/m²

A1-A4 – Product stage to delivery site: 
223.2 kgCO₂e/tonne; 10.2 kgCO₂e/m²

A1-C4 – Total (Cradle-to-Grave): 
245.1 kgCO₂e/tonne; 11.3 kgCO₂e/m²

Declared unit 1 metric tonne

Reference Service Life 70 years

Manufacturing process Extruded

A4 – Average transportation 
distance to customer

156.5 km

C1-C4 – End of life
94.3% recovered 
5.7% landfilled

Secondary material input 
(recycled content)

0.25%

Period for data: 01/01/2022 – 31/12/2022
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Products Analysed


