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Denton Brickworks

Products Analysed

SAP code Brick name

24170000 65mm Class B Eng Denton

24170310 Peak Bordeaux Blend 

24170350 Woodland Mixture 

24170480 Crofters Medley 

24170490 Chepstow Multi 

24170520 Old Eccleston Blend 

24170530 Leamington Buff Multi 

24170560 Sahara Buff 

24170630 Kinder Mixed Red 

24170670 Peak Mixed Red 50/50/mix 

24170700 Rothesay Blend 

24170710 Windmill Golden Multi 

24170720 Windmill Orange Multi 

24170730 Dartmoor Heather 

24170900 Northgate Blend 

24170910 Oakwood Multi 

24170970 65mm Swarland Pink 

24170980 65mm Swarland Autumn Brown 

24177010 73mm Old Weatherfield Blend 

24177030 73mm Russett 

24177060 73mm Class B Eng Denton

24177100 73mm Pinhole Dark 

24177110 73mm Damson Pinhole 

24177120 73mm Pinhole Multi 

24177130 73mm Godiva Red Sandfaced 

24177140 73mm Godiva Multi Sandfaced

24177260 73mm Swarland Autumn Brown 

24177270 73mm Swarland Golden Thatch 

24177290 73mm Swarland Red Sandfaced 

Global Warming Potential

GWP-fossil

A1-A3 – Product stage (Cradle-to-Gate): 
229.2 kgCO₂e/tonne; 29.4 kgCO₂e/m2

A1-A4 – Product stage to delivery site: 
253.3 kgCO₂e/tonne; 32.5 kgCO₂e/m2

A1-C4 – Total (Cradle-to-Grave): 
280.0 kgCO₂e/tonne; 36.0 kgCO₂e/m2

Declared unit 1 metric tonne

Reference Service Life 150 years

Manufacturing process Extruded

A4 – Average transportation 
distance to customer

138.78 km

C1-C4 – End of life
93.2% recovered, 
6.8% landfilled

Secondary material input 
(recycled content)

0.0536%

Period for data: 01/01/2022 – 31/12/2022
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Ewhurst Brickworks

Products Analysed

SAP code Brick name

24220000 Class B Engineer (Ewhurst) 

24220720 Ewhurst Medium Multi 

24220740 Sienna Red 

24220760 Dunsfold Multi 

24220780 Somersbury Multi 

24220790 Cedarwood Multi 

24220800 Shipley Blend 

24220810 Kingsley Multi 

Global Warming Potential

GWP-fossil

A1-A3 – Product stage (Cradle-to-Gate): 
261.2 kgCO₂e/tonne; 33.5 kgCO₂e/m2

A1-A4 – Product stage to delivery site: 
284.7 kgCO₂e/tonne; 36.6 kgCO₂e/m2

A1-C4 – Total (Cradle-to-Grave): 
313.0 kgCO₂e/tonne; 40.2 kgCO₂e/m2

Declared unit 1 metric tonne

Reference Service Life 150 years

Manufacturing process Extruded

A4 – Average transportation 
distance to customer

141.5 km

C1-C4 – End of life
93.2% recovered, 
6.8% landfilled

Secondary material input 
(recycled content)

0.297%

Period for data: 01/01/2021 – 31/12/2021



Hartlebury Brickworks (Soft Mud)

SAP code Brick name

24310010 Mellowed Red Stock

24310020 Autumn Russet Stock

24310040 Oast Russet Stock

24310050 Reclaimed Shire Stock

24317020 73mm Autumn Russet Stock

24317040 73mm Oast Russet Stock

24317050 73mm Reclaimed Shire Stock

Global Warming Potential

GWP-fossil

A1-A3 – Product stage (Cradle-to-Gate): 
400.5 kgCO₂e/tonne; 51.4 kgCO₂e/m2

A1-A4 – Product stage to delivery site: 
411.0 kgCO₂e/tonne; 52.8 kgCO₂e/m2

A1-C4 – Total (Cradle-to-Grave): 
445.7 kgCO₂e/tonne; 57.2 kgCO₂e/m2

Declared unit 1 metric tonne

Reference Service Life 150 years

Manufacturing process Soft Mud

A4 – Average transportation 
distance to customer

111.75 km

C1-C4 – End of life
93.2% recovered, 
6.8% landfilled

Secondary material input 
(recycled content)

1.13%

Period for data: 01/01/2022 – 31/12/2022

4 UK BRICKWORKS EPD SUMMARY

Products Analysed



Hartlebury Brickworks (Extruded)

SAP code Brick name

24311030 Arley Red Rustic

24311050 Clent Russet Mixture

24311180 Sunset Red Multi

24311330 Caldera Red Multi

24311340 Tabasco Red Multi

24311350 Tuscan Red Multi

24311380 Lydiate Red Multi

24317030 73mm Arley Red Rustic

24317070 73mm Mulcol

Global Warming Potential

GWP-fossil

A1-A3 – Product stage (Cradle-to-Gate): 
209.7 kgCO₂e/tonne; 26.9 kgCO₂e/m2

A1-A4 – Product stage to delivery site: 
234.6 kgCO₂e/tonne; 30.1 kgCO₂e/m2

A1-C4 – Total (Cradle-to-Grave): 
260.6 kgCO₂e/tonne; 33.5 kgCO₂e/m2

Declared unit 1 metric tonne

Reference Service Life 150 years

Manufacturing process Extruded

A4 – Average transportation 
distance to customer

148.9 km

C1-C4 – End of life
93.2% recovered, 
6.8% landfilled

Secondary material input 
(recycled content)

0.686%

Period for data: 01/01/2022 – 31/12/2022
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Products Analysed



Kingsbury Brickworks

Global Warming Potential

GWP-fossil

A1-A3 – Product stage (Cradle-to-Gate): 
234.0 kgCO₂e/tonne; 30.0 kgCO₂e/m2

A1-A4 – Product stage to delivery site: 
259.3 kgCO₂e/tonne; 33.2 kgCO₂e/m2

A1-C4 – Total (Cradle-to-Grave): 
286.3 kgCO₂e/tonne; 36.8 kgCO₂e/m2

Declared unit 1 metric tonne

Reference Service Life 150 years

Manufacturing process Extruded

A4 – Average transportation 
distance to customer

145.42 km

C1-C4 – End of life
93.2% recovered, 
6.8% landfilled

Secondary material input 
(recycled content)

0.0582%

Period for data: 01/01/2022 – 31/12/2022

SAP code Brick name

24331020 Staffordshire Smooth Blue

24331030 Staffordshire Blue Dragface

24331040 Blue Wirecut Engineer

24331070 Red Class B

24331090 Granite Blue Dragface

24331230 Blue Engineer (Solid)

24331320 Blue Engineer (Solid)

24331330 Red Class B Engineer (Solid) 1100̊ C

24331370 Staffordshire Smooth Brown

24331380 Staffordshire Smooth Crimson

24331390 Staffordshire Cream Dragfaced

24331410 Staffordshire Smooth Cream
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Products Analysed



Sandown Brickworks

Global Warming Potential

GWP-fossil

A1-A3 – Product stage (Cradle-to-Gate): 
183.2 kgCO₂e/tonne; 23.5 kgCO₂e/m2

A1-A4 – Product stage to delivery site: 
209.8 kgCO₂e/tonne; 26.9 kgCO₂e/m2

A1-C4 – Total (Cradle-to-Grave): 
234.4 kgCO₂e/tonne; 30.1 kgCO₂e/m2

Declared unit 1 metric tonne

Reference Service Life 150 years

Manufacturing process Extruded

A4 – Average transportation 
distance to customer

159.5 km

C1-C4 – End of life
93.2% recovered, 
6.8% landfilled

Secondary material input 
(recycled content)

0.104%

Period for data: 01/01/2022 – 31/12/2022

SAP code Brick name

24190000 Class B Engineer (Sandown)

24190040 Berkshire Red 

24190050 Titian 

24190060 Peak Madeira Blend 

24190070 Nevada Buff 

24190090 Oatmeal Blend 

24190100 Sandown Red 

24190110 Staffordshire Smooth Red 

24190120 Draycott Red Multi 

24190130 Chancery Ylw Multi 

24190200 Cranbrook Red 

24190250 Kemsley Yellow 

24190320 Pembridge Red 

24190350 Sandwell Red Multi 

24190370 Bourneville Buff Blend 
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Products Analysed



Todhills Brickworks

Global Warming Potential

GWP-fossil

A1-A3 – Product stage (Cradle-to-Gate): 
221.3 kgCO₂e/tonne; 28.4 kgCO₂e/m2

A1-A4 – Product stage to delivery site: 
246.9 kgCO₂e/tonne; 31.7 kgCO₂e/m2

A1-C4 – Total (Cradle-to-Grave): 
273.3 kgCO₂e/tonne; 35.1 kgCO₂e/m2

Declared unit 1 metric tonne

Reference Service Life 150 years

Manufacturing process Extruded

A4 – Average transportation 
distance to customer

154.2 km

C1-C4 – End of life
93.2% recovered, 
6.8% landfilled

Secondary material input 
(recycled content)

0.0513%

SAP code Brick name

24240030 Lynemouth Multi

24240060 Westerton Orange Multi

24240070 Ashington Red Multi

24240080 Newfield Multi

24240090 Ellington Red Multi

24240110 Windsor Orange Weathered

24240350 Dorton Manor Stock

24240440 Durham Red Multi

24240480 Gainsborough Multi

24240590 Runswick Red Multi

24240600 Durham Claret Red

24240620 Witton Multi Stock

24240630 Bamburgh Red Stock

24240660 Bradfield Multi

24240700 Heartland Light Multi

Period for data: 01/01/2022 – 31/12/2022
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Products Analysed



Waresley Brickworks (Soft mud)

SAP code Brick name

24320100 Brookhurst Yellow Multi

24320120 Yellow Gilt Stock

24320130 Yellow Multi Gilt Stock

24320180 Blended Red Multi Gilt Stock 

24320190 Blended Orange Gilt Stock

24320200 Smoked Orange Multi Gilt Stock

24320210 Orange Multi Gilt Stock

24320220 Smoked Yellow Multi Gilt Stock

24320230 New Red Multi Gilt Stock

24320260 Kingshust Multi

24320270 Trinity Cream Gilt Stock

24320280 Trinity Cream Multi Gilt Stock

24320380 Woodhurst Red Multi

24320410 Dewhurst Orange Multi

24320460 Thornton Red Blend

24324150 Waresley Orange Stock

24324160 Waresley Red Stock

24324170 Nuthurst Red Multi

24324180 Charthurst Red Multi

Global Warming Potential

GWP-fossil

A1-A3 – Product stage (Cradle-to-Gate): 
205.6 kgCO₂e/tonne; 26.4 kgCO₂e/m2

A1-A4 – Product stage to delivery site: 
237.2 kgCO₂e/tonne; 30.5 kgCO₂e/m2

A1-C4 – Total (Cradle-to-Grave): 
263.2 kgCO₂e/tonne; 33.8 kgCO₂e/m2

Declared unit 1 metric tonne

Reference Service Life 150 years

Manufacturing process Soft mud

A4 – Average transportation 
distance to customer

181.31 km

C1-C4 – End of life
93.2% recovered, 
6.8% landfilled

Secondary material input 
(recycled content)

0.228%

Period for data: 01/01/2022 – 31/12/2022
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Products Analysed



Waresley Brickworks (Extruded)

SAP code Brick name

24320330 Harvest Buff Multi

24320340 Tuscan Red Multi

24320360 Tabasco Red Multi

24320390 65mm Sandalwood Yellow Multi

24320400 65mm Willowed Buff Multi

24320420 Caldera Red Multi

24320440 Warm Golden Buff

24320480 Tawny Buff Dragfaced (New)

24320490 Abbeydale Red Multi

24324010 Cinnabar Red Multi

24324020 Mulberry Red

24324050 Maple Multi

Global Warming Potential

GWP-fossil

A1-A3 – Product stage (Cradle-to-Gate): 
203.4 kgCO₂e/tonne; 26.1 kgCO₂e/m2

A1-A4 – Product stage to delivery site: 
231.3 kgCO₂e/tonne; 29.7 kgCO₂e/m2

A1-C4 – Total (Cradle-to-Grave): 
257.0 kgCO₂e/tonne; 33.0 kgCO₂e/m2

Declared unit 1 metric tonne

Reference Service Life 150 years

Manufacturing process Extruded

A4 – Average transportation 
distance to customer

159.83 km

C1-C4 – End of life
93.2% recovered, 
6.8% landfilled

Secondary material input 
(recycled content)

0.192%

Period for data: 01/01/2022 – 31/12/2022
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Products Analysed



Warnham Brickworks

SAP code Brick name

24250010 Warnham Red Stock 

24250030 Terracotta 

24250060 Nutcombe Multi 

24250070 Blenheim Multi

24250080 Chartham Multi Stock 

24250110 Maplehurst 

24250120 Winchester Multi 

24250150 Lingfield Red Multi 

24250170 Olde Henfield Multi 

24250190 Hurstwood Multi 

24250200 Olde Horsham 

24250210 Olde Cranleigh Multi 

24250240 Olde Wealden Multi 

24250250 Marpessa Multi

24250270 Rudgwick Multi Stock

24250280 Olde Southwater

24250290 Olde Sussex Blend

24250310 Capelwick Multi Stock

24251120 Olde County Blend

24251140 Cholesbury Dark Red Multi

24251150 Cholesbury Light Red Multi

24256110 Olde Autumn Antique

24256120 Olde Heritage Antique

Global Warming Potential

GWP-fossil

A1-A3 – Product stage (Cradle-to-Gate): 
275.7 kgCO₂e/tonne; 35.4 kgCO₂e/m2

A1-A4 – Product stage to delivery site: 
296.0 kgCO₂e/tonne; 38.0 kgCO₂e/m2

A1-C4 – Total (Cradle-to-Grave): 
323.4 kgCO₂e/tonne; 41.5 kgCO₂e/m2

Declared unit 1 metric tonne

Reference Service Life 150 years

Manufacturing process Soft mud

A4 – Average transportation 
distance to customer

121.7 km

C1-C4 – End of life
93.2% recovered, 
6.8% landfilled

Secondary material input 
(recycled content)

0.742%

Period for data: 01/01/2021 – 31/12/2021
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Products Analysed


